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Abstract
In situ chemical reduction of clays and iron oxides in subsurface environments is an emerging technology for treatment of contaminated groundwater. Our objective was to determine the eﬃcacy of dithionite-reduced sediments from the perched Pantex Aquifer
(Amarillo, TX) to abiotically degrade the explosives RDX (hexahydro-1,3,5-trinitro-1,3,5-triazine), HMX (octahydro-1,3,5,7-tetranitro-1,3,5,7-tetrazocine), and TNT (2,4,6-trinitrotoluene). The eﬀects of dithionite/buﬀer concentrations, sediments-solution ratios, and
the contribution of Fe(II) were evaluated in batch experiments. Results showed that reduced Pantex sediments were highly eﬀective
in degrading all three high explosives. Degradation rates increased with increasing dithionite/buﬀer concentrations and soil to solution
ratios (1:80–1:10 w/v). When Fe(II) was partially removed from the reduced sediments by washing (citrate-bicarbonate buﬀer), RDX
degradation slowed, but degradation eﬃciency could be restored by adding Fe(II) back to the treated sediments and maintaining an alkaline pH. These data support in situ redox manipulation as a remedial option for treating explosive-contaminated groundwater at the
Pantex site.
Published by Elsevier Ltd.
Keywords: Dithionite; Sediments; Degradation; RDX; HMX; TNT

1. Introduction
The US Department of Energy’s Pantex Plant at Amarillo, TX was constructed during World War II to produce
conventional ordnances. In the 1950s, Pantex operations
began using high explosives (HE) for manufacturing and
assembling nuclear weapons. During production of conventional and nuclear weapons, HE-containing wastewater
was routinely discharged into unlined ditches that eventually drained into an aquifer-recharging playa (Comfort,
2005). This practice ultimately contaminated the vadose
zone and underlying perched aquifer with RDX (hexahydro-1,3,5-trinitro-1,3,5-triazine), TNT (2,4,6-trinitrotolu*
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ene), HMX (octahydro-1,3,5,7-tetranitro-1,3,5,7-tetrazocine), and several other contaminants (e.g., trichloroethylene (TCE), chromate). Among the three explosives, most
attention has focused on RDX because it constitutes the
majority of the plume that currently covers approximately
13 km2 (Comfort, 2005). A groundwater pump and treatment system is in place to capture contaminants of concern
in a section of the perched aquifer but site characteristics
necessitate additional remedial technologies. The perched
aquifer is 90 m below the surface and only 30 m above
the High Plains Aquifer, a major source of drinking water.
Moreover, most of the perched aquifer is relatively thin
(<4.5 m) and not amendable to a pump-and-treat remedial
system. Collectively, these aquifer characteristics (depth
and thickness) require an in situ remediation technology
that can be implemented through injection wells.
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Several chemical and biological treatments have been
proposed for remediating explosives-contaminated groundwater (Heijman et al., 1995; Van Aken and Agathos, 2001;
Park et al., 2005). In situ redox manipulation or in situ
chemical reduction is an emerging technology in which
pH-buﬀered sodium dithionite (Na2S2O4) is injected into
the aquifer. Because dithionite is a strong reductant, particularly in alkaline solutions (standard reduction potential =
1.12 V), it abiotically reduces and dissolves amorphous
and some crystalline Fe(III) oxides (Amonette et al.,
1998; Szecsody et al., 2004), producing several Fe(II)
species including structural Fe(II) in clays, adsorbed Fe(II),
siderite (FeCO3) precipitates, and iron sulﬁdes (FeS)
(Hofstetter et al., 2003; Szecsody et al., 2004). Chemically
reducing native Fe(III) in soils is faster than a biological
approach (Amonette et al., 1994), but for this treatment
to gain acceptance, the chemical reductant must be eﬃcient
and environmentally safe. Gan et al. (1992) found dithionite was most eﬀective among various reductants evaluated
in reducing structural iron in smectite. The overall reaction
describing iron reduction by dithionite is
S2 O4 2 + 2Fe3þ + 2H2 O $ 2Fe2þ + 2SO3 2 + 4Hþ
ð1Þ
Dithionite and its reaction products (thiosulfate, sulﬁte,
sulfate) are considered relatively nontoxic (Nzengung et al.,
2001) and thus oﬀer an environmentally suitable means of
treating contaminated groundwater. The overall success of
in situ redox manipulation (ISRM), however, is contingent
upon the aquifer containing enough iron oxides and ironbearing clay minerals for the treated zone to remain eﬀective (Amonette et al., 1994). Once the aquifer solids are
reduced, subsequent oxidation of the adsorbed and structural ferrous iron in the reduced zone (i.e., redox barrier)
occurs passively by the inﬂow of dissolved oxygen and contaminants that serve as electron acceptors (e.g., RDX,
Cr(VI), TCE) (Szecsody et al., 2004).
Considerable research on ISRM has been conducted
with chlorinated solvents and Cr(VI) (Fruchter et al.,
2000; Szecsody et al., 2004) but only recently has this technology been investigated for high explosives. Initial testing
by Paciﬁc Northwest National Laboratory demonstrated
that RDX was quickly degraded (within minutes) in batch
and column studies by dithionite-treated sediments from
the Pantex aquifer (Szecsody et al., 2001). As observed with
zerovalent iron reduction of RDX (Singh et al., 1998),
dithionite-reduced sediments also produced nitroso derivatives of RDX but these products were further reduced to
ring fragments that were not strongly adsorbed (based on
14
C data; Szecsody et al., 2001). Subsequent biodegradation studies showed that the products of 14C-RDX reaction
with reduced sediments were readily biodegradable under
aerobic conditions, with approximately 50% of the 14C
recovered as 14CO2 after 100 d (Adam et al., 2005). Consequently, sequential abiotic reduction of RDX by a redox
barrier followed by biodegradation of the transformed

products may provide a very eﬃcient treatment for groundwater contaminated with HE.
To expand on previous observations between RDX and
dithionite-reduced sediments (Szecsody et al., 2001), our
objective was to determine degradation rates and products
from the three HE present in the Pantex aquifer (i.e., TNT,
HMX, and RDX). This was accomplished by evaluating
treatment parameters such dithionite/buﬀer concentrations, sediments-solution ratios, and the contribution of
Fe(II) on degradation rates. The feasibility of regenerating
the reductive capacity of the sediments following continued
exposure to HE and oxygen was also determined.
2. Materials and methods
2.1. Chemicals and aquifer sediments
Technical grade RDX and TNT were obtained from the
US Biomedical Research and Development Laboratory
(Frederick, MD). HMX was obtained from Sandia
National Laboratories (Albuquerque, NM). Reagent grade
Na2S2O4 and sodium citrate dihydrate crystals
(Na3C6H5O7  2H2O) were purchased from Aldrich Chemical Co. (Milwaukee, WI) and sodium bicarbonate
(NaHCO3) from J.T. Baker (Phillipsburg, NJ). Ferrous sulfate (FeSO4  7H2O) was obtained from Mallinckrodt
Baker Inc. (Paris, KY), and K2CO3 and OptimaTM grade
methanol were purchased from Fisher Scientiﬁc (Fair
Lawn, NJ). Deionized deoxygenated water (prepared by
sparging with nitrogen) was used to prepare the aqueous
solutions.
Nitrogen (N2, oxygen-free) and N2 + H2 (oxygen-free)
gases were also required for the study. An O2-free environment was maintained within an anaerobic chamber (Coy
Laboratory Products, Grass Lake, MI) by purging with
O2-free N2 (95% N2:5% H2).
Sediments cores obtained from the perched Pantex aquifer (90 m) were kept in a cold room (4.5 °C) until processed by sieving (<4-mm size fraction). Physicochemical
characteristics of the aquifer sediments were determined
by Midwest Laboratories (Omaha, NE) (Table 1). Soil
pH was measured in water (1:1) using a combination electrode (Eckert, 1988). Organic matter was determined colorimetrically by chromic acid oxidation using Walkley-Black
Table 1
Physicochemical characteristics of sediments from the perched Pantex
aquifer (Amarillo, TX)
Soil property

Unit

Value

Soil pH (1:1 solids, H2O)
Organic matter
Cation exchange capacity
DTPA-extractable Fe
Sand
Silt
Clay

%
meq 100 g1
mg kg1
%
%
%

8.91  9.03
0.1 ± 0.0a
8.7 ± 0.21
16.0 ± 7.5
90.7 ± 2.3
3.3 ± 1.2
6.0 ± 2.0

a

Sample standard deviation of means (n = 3).
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method (Schulte, 1988). Cation exchange capacity was
determined by saturating the soil with ammonium acetate,
displacing it with NaCl and titrating with HCl (Rhoades,
1982). Extractable Fe was analyzed by extracting soil
with DTPA and detecting Fe with inductively coupled
argon plasma (Whitney, 1988). The particle size analysis
was done by the hydrometer method (Gee and Bauder,
1986). Although mostly sand (91%), visual observations
of the Pantex sediments during handling revealed that the
perched aquifer sediments contained small pebble-size
occlusions of clay.
2.2. Dithionite reduction of sediments
Fe(III) phases in Pantex sediments were reduced using
Na2S2O4 in an anaerobic chamber. This was accomplished
by combining sediments (0.5–4 g) with 40 ml of deoxygenated water in 45-ml Teﬂon tubes and agitating overnight on
a reciprocating shaker at room temperature. Ten to
100 mM of dithionite and 20–400 mM of K2CO3 were then
added to each suspension. The mixture was kept on a reciprocating shaker for 24 h, centrifuged and the supernatant
(containing dithionite and its degradation products thiosulfate, sulfate, and bisulﬁte) was discarded. The reduced sediments were washed twice with deoxygenated water to
remove excess and entrained dithionite and the other sulfur
compounds before using in batch studies. Controls were
prepared in a similar manner without the addition of
dithionite.
2.3. HE degradation kinetics
Protocols used in batch experiments generally consisted
of mixing 2 g of reduced Pantex sediments with 40 ml of
aqueous solution containing the HE of interest (RDX,
HMX, or TNT). Treatments included various dithionite
(10–100 mM) and K2CO3 (20–200 mM K2CO3) concentrations at a dithionite-K2CO3 molar ratio of 1:2. All experiments were conducted in the anaerobic chamber.
In another experiment, the mass of Pantex sediments
(0.5–4.0 g) reduced with 100 mM dithionite and 400 mM
K2CO3 was adjusted to yield solid-to-solution ratios that
varied from 1:80 to 1:10. The reduced sediments were then
used to treat 40 ml solutions of RDX (20 mg l1).
Because four moles of H+ are generated per mole of
dithionite during iron reduction (Eq. (1)), a buﬀer is usually
added in a 1:4 ratio (dithionite:buﬀer) to maintain pH
(Szecsody et al., 2004). To determine the eﬀects of varying
buﬀer concentrations, HE degradation kinetics were compared under unbuﬀered and buﬀered conditions. Dithionite
(100 mM) alone, and combined with 200 and 400 mM
K2CO3, was used to reduce 2 g Pantex sediments in 40 ml
water. The reduced sediments were then used to treat
40 ml of aqueous solution containing 20 mg RDX l1,
3.5 mg HMX l1 and 65 mg TNT l1 in three experiments.
At selected times, multiple aliquots were removed to determine temporal changes in HE concentrations.
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2.4. Transformation of RDX by Fe(II) and
dithionite-treated sediments
Dithionite-citrate-bicarbonate (DCB) is commonly used
to extract and quantify crystalline Fe(III) oxides in soils by
reducing Fe(III) to Fe(II) (Heron et al., 1994). Extracting
sediments with DCB partially removes Fe(II) and amorphous and crystalline Fe(III) oxides from the reduced sediments. For subsurface applications, this poses the
hypothetical problem of removing Fe(II) by the migrating
solutions and diminishing the overall reductive capacity of
the sediments with time. To determine the eﬀect of removing DCB-extractable Fe(II) and of its subsequent regeneration in the sediments through the addition of Fe2+,
Pantex sediments were reduced with DCB and then supplemented with Fe2+. Pantex sediments (2 g) and 25 ml of
deoxygenated water were added to 45-ml Teﬂon tubes
and agitated overnight on a reciprocating shaker at room
temperature. Fifteen milliliters of citrate-bicarbonate buﬀer
(8 parts 0.3 M citrate and one part 1 M bicarbonate, pH
8.5) were mixed with 25 ml of 100 mM dithionite and
added to each suspension. The mixture was kept on a reciprocating shaker for 24 h, centrifuged and the supernatant
discarded. One set of experimental units (n = 3) was then
washed twice with deoxygenated water to remove excess
dithionite, soluble Fe(II) and other sulfur anions; for comparison, another set was not washed (unwashed). Fe2+ (as
FeSO4, 0.35 mM) was added back into DCB-treated,
washed samples and the pH left unadjusted (6.8) or
increased to 8.25 with 0.5 N NaOH. A set of RDX solutions treated with 0.35 mM Fe2+ (pH 8.25) without sediments served as a control. Sample aliquots were then
periodically collected and temporal changes in RDX concentrations determined by HPLC.
2.5. Capacity of reduced sediments to degrade RDX
The capacity of the dithionite-treated sediments to continuously degrade RDX was evaluated. This was accomplished by treating 40 ml of 20 mg RDX l1 solution with
2 g of reduced soil (100 mM dithionite, 400 mM K2CO3,
washed twice with deoxygenated water) and measuring
changes in RDX concentration at 0, 1, 2, 4, 8, and 24 h.
After the last sampling, the solutions were centrifuged
and the supernatants removed. Fresh RDX (20 mg l1)
solution was reseeded into the same experimental unit
(i.e., reduced soil) and the sampling cycle was repeated at
24, 48, 72, 96, and 120 h (ﬁve cycles). Changes in the
RDX concentration were monitored between reseeding
cycles.
Because the reduced sediments continuously exposed to
RDX eventually lost their reductive capacity, we determined whether the reductive capacity of sediments could
be regenerated (i.e., re-reducing the sediments) following
exposure to the HE and oxygen. Two g of perched aquifer
sediments were reduced with 100 mM dithionite in 400 mM
K2CO3. The reduced sediments were then used to treat
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40 ml of solution containing 20 mg RDX l1 and 65 mg
TNT l1 in two separate experiments. After 5 d, the tubes
were centrifuged at 5000g for 20 min and the supernatants
removed and analyzed for HE concentrations. The sediments were extracted with methanol (10 ml) to remove
and quantify adsorbed RDX and TNT. The methanol
was removed and the sediments were allowed to re-oxidize
outside the chamber for 2 d. The sediments were then
treated (reduced) with dithionite again and used to treat
fresh solutions of RDX and TNT. This process was
repeated for a total of six cycles.
2.6. Chemical analysis and Fe fractionation
RDX, TNT, and HMX analyses were performed by
HPLC (Shimadzu, Kyoto, Japan) by injecting 20 ll of
sample into a 4.6- by 250-mm Keystone Betasil NA
column (Thermo Hypersil-Keystone, Bellefonte, PA). The
mobile phase was 50:50 methanol:water at a ﬂow rate of
1 ml min1 with spectrophotometric quantiﬁcation at
220 nm. Selected aliquots were also analyzed by liquid
chromatography-mass spectrometry to identify the reaction products. A BetaBasic C-18 column (Thermo Hypersil-Keystone) was used for separation on a Waters 2695
HPLC interfaced to a Micromass Quattro Micro triple
quadrupole mass spectrometer with electrospray ionization
(Waters Corp., Milford, MA). The isocratic mobile phase
consisted of 80:20 water:isopropanol (0.5% ammonium
formate) at pH 8.0.
Iron extractions were carried out in the anaerobic chamber. Solutions used for the extractions included: (a) 0.5 M
HCl, (b) 5 M HCl, (c) 1 M CaCl2 (ion exchangeable Fe(II))
(Heron et al., 1994), and (d) hydroxylamine (Lovley and
Phillips, 1987). Each extraction was conducted in triplicate.
Fe(II) in supernatant solutions and from various extractions was determined spectrophotometrically using the Ferrozine method (Stookey, 1970). Total Fe(II) was deﬁned by
the 5 M extraction. Total Fe in the 5 M HCl extract was
quantiﬁed by reducing aqueous Fe(III) to Fe(II) with
0.025 M NH2OH  HCl and Fe(III) was calculated from
the diﬀerence between total Fe and Fe(II). FeCO3 + FeS
were determined from the diﬀerence between the 0.5 M
HCl and 1 M CaCl2 extractions (Heron et al., 1994).
Amorphous Fe(III) oxyhydroxides were calculated from
the diﬀerence between hydroxylamine and 0.5 M HCl
extractions (Lovley and Phillips, 1987).
3. Results and discussion
3.1. Eﬀect of dithionite/buﬀer concentrations on HE
degradation
Using a 1:2 dithionite-K2CO3 ratio, 2 g of Pantex
sediments were reduced with varying concentrations of
dithionite/buﬀer. Increasing both dithionite and buﬀer
concentrations (in a 1:2 ratio) signiﬁcantly increased
RDX degradation (Fig. 1). Given that the sediments mass

1.2
-1

Co = 20 mg l
1.0

Control
RDX Conc. (C/Co)
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0.0
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Fig. 1. Transformation of RDX in a batch system containing 2 g Pantex
sediments reduced with varying amounts of dithionite buﬀered with
K2CO3. The control consisted of RDX + 2 g unreduced sediments in
K2CO3 buﬀer with no dithionite. Bars on symbols represent standard
deviations; where absent, bars fall within symbols.

was ﬁxed (2 g) and washed twice after reduction to remove
entrained dithionite and dithionite products, the greater
HE degradation observed with increased dithionite/buﬀer
concentration can be attributed to a greater reduction of
Fe(III) to Fe(II) (Table 2). Fractionation of the Fe phases
revealed that increasing the dithionite concentration
increased the concentration of various Fe(II) species and
decreased the amount of Fe(III) (Table 2). The pH after
72 h was between 8.5 and 9.0. Although increasing the
dithionite/buﬀer concentrations increased the rate and
amount of RDX lost, none of the dithionite/K2CO3 concentrations resulted in 100% removal of the RDX
(Fig. 1). By increasing the dithionite/K2CO3 ratio from
1:2 to 1:4 however, more Fe(II) was generated from the
2 g of Pantex sediments (100 mM:400 mM, Table 2) and
RDX was completely removed (Fig. 2). Using the 1:4
dithionite/K2CO3 ratio and increasing the amount of sediments exposed resulted in reducing more Fe(III) to Fe(II)
(Solid:Solution ratio 1:80 ? 1:10, Table 2). This in turn,
increased the rate of RDX degradation (Fig. 2).
The importance of the buﬀer on treatment eﬃcacy was
further demonstrated on all three HE. The explosives
RDX, HMX, and TNT were more quickly degraded by
the buﬀered, reduced sediments than the unbuﬀered,
reduced sediments (Fig. 3). The pH of the reduced sediments buﬀered with K2CO3 ranged from 8.0 to 9.5 but
was 7.2 in the absence of buﬀer. In the presence of buﬀer,
the sediments turned black, likely due to formation of magnetite (Fe3O4) but in the absence of buﬀer, the sediments
were light green. FeS and FeCO3 were also formed (Table
2). Degradation of the three HE after 72 h of treatment
increased from 10% to 50% when K2CO3 buﬀer was used
with dithionite (Fig. 3). Diﬀerences in degradation rates
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Table 2
Iron phases (lmol g1) during reduction of Pantex sediment with dithionite
Solid:solution Sorbed
Dithionite
K2CO3
Fe(ll)
conc. (mM) conc. (mM) ratio
Untreated
10
20
50
100
100
100
100
100
100
100
a
b
c

20
40
100
200
400
400
400
400
nil
C-Bb buﬀer

0.0 ± 0.0a
6.3 ± 1.6
9.9 ± 1.4
11.8 ± 0.8
14.3 ± 1.1
13.3 ± 1.2
2.73 ± 0.4
5.1 ± 0.5
18.3 ± 2.7
31.5 ± 3.8
11.6 ± 0.5

1:20
1:20
1:20
1:20
1:20
1:20
1:80
1:40
1:10
1:20
1:20

Fe(ll)CO3
Total
and Fe(ll)S Fe(ll)

Amorphous Total
Fe oxides
Fe(lll)

Total
Fe(ll) in
Fe [(Fe(ll) + Fe(lll))] supernatant (mg l1)

0.12 ± 0.0
22.4 ± 0.9
33.3 ± 1.2
54.7 ± 1.7
70.3 ± 1.2
92.1 ± 1.1
21.1 ± 1.3
40.9 ± 1.8
102 ± 2.1
30.2 ± 0.9
39.7 ± 1.2

92 ± 1.9
70 ± 2.2
57 ± 1.7
48 ± 0.9
34 ± 1.1
24 ± 1.3
NDc
ND
ND
33 ± 1.8
49 ± 2.4

338
337
343
343
337
340
223
287
413
276
284

24.2 ± 1.3
57.7 ± 1.9
91.5 ± 1.8
107 ± 2.1
126 ± 2.4
167 ± 2.2
52.1 ± 1.1
89.7 ± 1.3
211 ± 2.9
72.7 ± 1.9
110 ± 0.8

314 ± 11
279 ± 9.2
251 ± 8.2
236 ± 5.1
211 ± 12
173 ± 5.7
171 ± 2.6
197 ± 4.9
202 ± 7.6
203 ± 13
174 ± 2.1

0.0 ± 0.0
0.1 ± 0.0
0.3 ± 0.0
0.4 ± 0.0
1.2 ± 0.2
0.0
0.0
0.0
0.0
74.0 ± 3.2
74.2 ± 4.1

Sample standard deviation of means (n = 3).
Citrate-bicarbonate buﬀer.
Not determined.
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Fig. 2. Transformation of RDX in a batch system containing varying
amounts of reduced sediments. The sediments were each reduced with
100 mM dithionite buﬀered with 400 mM K2CO3. The control consisted of
RDX in K2CO3 buﬀer solution with no soil.

between buﬀered and unbuﬀered treatments are likely due
to mobilization and removal of some Fe(II) in the supernatant at lower pH (Table 2). Moreover, the concentration of
FeCO3 + FeS was low in the absence of buﬀer but
increased with added buﬀer, so adding more K2CO3 may
favor FeCO3 formation. TNT has previously been shown
to be rapidly degraded by siderite and ferrous iron (Nefso
et al., 2005).
Szecsody et al. (2004) previously observed that using less
buﬀer during dithionite reduction resulted in a lower pH,
which mobilizes iron via reductive dissolution and resulted
in less Fe(III) reduction. Less Fe(III) reduction in unbuffered conditions may also be due to faster decomposition
of dithionite at low pH. The degree to which less Fe(III)
reduction in sediments may aﬀect contaminant degradation

rates would be compound-speciﬁc and sediments-speciﬁc
(dependent on Fe(II) phases produced). For example, the
largest diﬀerence between buﬀered and unbuﬀered treatments was observed for RDX, with less treatment diﬀerences observed for HMX and TNT (Fig. 2). Similarly,
Boparai et al. (2006) observed signiﬁcant alachlor transformation by reduced sediments in the presence of buﬀer but
very limited transformation in the absence of buﬀer. TCE
degradation by highly reduced sediments (with buﬀer)
had a half-life of 1.2–5.4 h whereas the half-life in partially
reduced sediments (less buﬀer) was 200 to 400 h (Szecsody
et al., 2004).
Treating equal molar concentrations (10 lM) of
explosives with reduced sediments provided one means
of evaluating electron acceptor preference and resulted
in the following order of degradation: TNT (k =
2.87 h1) > RDX (k = 2.01 h1) > HMX (k = 0.434 h1)
(Fig. 4). RDX transformations by dithionite-reduced
sediments produced the three commonly observed nitroso
products
hexahydro-1-nitroso-3,5-dinitro-1,3,5-triazine
(MNX), hexahydro-1,3-dinitroso-5-nitro-1,3,5-triazine
(DNX), and hexahydro-1,3,5-trinitroso-1,3,5-triazine
(TNX), which subsequently disappeared within a few hours
of the reaction (Fig. 5). As the reaction continued, an
HPLC peak, eluting before the nitrosos and RDX,
increased with time. The mass spectrum of this peak was
consistent with methylenedinitramine (MDNA), with a
molecular formula of CH4N4O4 and nominal mass of
136. In the negative ion mode this compound would lose
a proton to give a formate adduct [MH+HCOO] ion
at m/z 180 and as a dimer of MDNA at m/z 271 (Fig. 6).
MDNA is unstable in water and abiotically degrades to
N2O and HCHO (Fig. 5); HCHO is readily biodegraded
to CO2 (Halasz et al., 2002). MDNA was also observed
during treatment of HMX with dithionite-reduced sediments. Likewise, the transformation products of TNT were
2-aminodinitrotoluene, 4-aminodinitrotoluene, 2,4-diaminonitrotoluene, and 2,6-diaminonitrotoluene (data not
shown). These degradation products were further degraded
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(10 lM) with 2 g reduced sediments (100 mM dithionite + 400 mM
K2CO3).

0.2
0.0
1.2

2

Co = 65 mg L-1

C. TNT

1.0
0.8
0.6
0.4
Fig. 5. Possible pathways for degradation of RDX and TNT by reduced
sediments.

0.2
0.0
0

15

30

45

60

75

Time (h)
Fig. 3. Transformation of (A) RDX, (B) HMX, and (C) TNT in
unbuﬀered and K2CO3 (200 or 400 mM) buﬀered Pantex sediments
reduced with 100 mM dithionite. The controls consisted of explosive + 2 g
sediments without buﬀer and dithionite.

to unidentiﬁed products. The degradation pathway of TNT
by Fe(II) in reduced sediments is also presented (Fig. 5).
3.2. Transformation of RDX by Fe(II) and dithionitetreated sediments
When Pantex sediments treated with DCB were not
washed with deionized H2O, RDX degradation was fast
with 100% removal observed within 6 h. This fast reaction
was likely due to excess dithionite and its degradation
products (sulfur compounds) entrained in the unwashed
sediments (Fig. 7). By washing the reduced sediments, degradation slowed considerably and only 60% of the RDX
was transformed within 72 h. Extracting sediments with
DCB partially removes Fe(II) and amorphous and crystal-

line Fe(III) oxides from the reduced sediments. To quantify
the importance of the removed Fe(II), we added Fe(II)
back into the system. When Fe(II) was added back to
washed sediments without adjusting pH (pH 6.8), RDX
degradation rates decreased further. However, when Fe(II)
was added and the pH maintained at 8.25 (pH of the
unwashed treatment), RDX degradation was greatly
enhanced and approached rates observed in the unwashed
sediments (Fig. 7). Because treatment by aqueous Fe(II)
alone (pH 8.25) showed very little RDX degradation, the
combination of (hydr)oxide surfaces, Fe(II), and alkaline
pH appears critical for rapid degradation. Previous studies
have shown that Fe(II) bound to iron (hydr)oxides (Pecher
et al., 2002; Elsner et al., 2004), iron sulﬁdes (Butler and
Hayes, 1998), green rusts (Williams and Scherer, 2001),
and mineral phases containing structural Fe(II) including
phyllosilicates (Cervini-Silva et al., 2001; Hofstetter et al.,
2003) can reduce chromates, nitroaromatics, and chlorinated organic contaminants. The eﬀect of pH on contaminant reduction by sorbed Fe(II) has also been reported. Lee
and Batchelor (2002) found an increase in the rate of TCE
dechlorination by green rust when pH was increased from
6.8 to 8.1. They attributed this observation to the conver-
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Fig. 6. Negative mode total ion chromatograms and spectra showing MDNA (transformation product of reduced sediments treated RDX).

thite and Fe(II) when the pH increased from 6 to 8.9 and
attributed this to increased Fe(II)sorb concentration.
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Fig. 7. Changes in RDX concentration following treatment with washed
and unwashed Pantex sediments reduced with 100 mM dithionite, and
washed Pantex sediments reduced with 100 mM dithionite + 0.35 mM
Fe2+.

sion of unreactive sites to reactive Fe(II) sites and the
higher electron density of unprotonated „Fe(III)Oþ
Fe(II)OH0 than protonated „FeðIIIÞOFeðIIÞOH2 surface
groups (Butler and Hayes, 1998; Lee and Batchelor, 2002).
Pecher et al. (2002) also observed an exponential increase
in CFBr3 (ﬂourotribromomethane) degradation by goe-

The longevity of redox barriers will depend on the redox
capacity of the reduced sediments, volume or thickness of
the redox zone, and the inﬂux of dissolved oxygen and contaminants (i.e., electron acceptors). To determine the
reductive capacity of a ﬁxed mass of sediments, RDX
was repeatedly added to 2 g of sediments and changes in
degradation rates observed. All RDX was lost from solution within 24 h of initial exposure to the reduced Pantex
sediments but the transformation rate decreased with successive RDX reseedings (third, fourth and ﬁfth cycles)
(Fig. 8). When RDX was reseeded in the ﬁfth cycle,
RDX loss from solution was only 22% after 24 h. Total
mass of RDX transformed by the 2 g of reduced sediments
was estimated at 9.72 lmol (4.86 lmol g1). Estimating the
reductive capacity of the sediments based on RDX loss
alone would be dependent upon how many electrons each
lmole of RDX accepted (e.g., 2 e for MNX, 6 e for
TNX). Considering the initial transformation of RDX to
its nitroso products (i.e., MNX, DNX, TNX), the amount
of Fe(II) provided by the reduced sediments was between
9.72 and 29.16 lmol of Fe(II) g1 sediments. Previous studies (Szecsody et al., 2001) using dissolved O2 showed that
the Pantex sediments had a reductive capacity of 71.6 lmol
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Fe(III) with dithionite produces protons and lowers the
pH of the system. Low pH results in less Fe(III) reduction
as well as mobilization and removal of Fe(III). Thus unbuffered, reduced sediments showed slower kinetics than buffered, reduced sediments. The Pantex sediments can be
successfully regenerated with little or no loss in reduction
capacity to transform HE. Our results indicate that
in situ redox manipulation can be used to remediate HEcontaminated groundwater at the Pantex site. Because various Fe oxides and Fe(II) species form during reduction of
sediments by dithionite, identiﬁcation of those forms
responsible for HE transformation would help guide further applications of this technology.

1.2
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Fig. 8. RDX destruction in solutions containing dithionite-reduced
sediments and after reseeding RDX (20 mg l1).

of Fe(II) g1 sediments. This diﬀerence in reductive capacity is likely attributable to the additional electrons needed
to further reduce the nitroso products as well as the electron acceptor preference of dissolved O2 versus RDX.
After losing its capacity to transform RDX, we found
the reduced sediments could be regenerated by re-treating
with dithionite. Results from six cycles of successive reduction-oxidation showed that both RDX and TNT were
eﬀectively transformed with no change in degradation rates
(data not shown). The stability of the sediments to transform explosives following regeneration (i.e., reduction)
indicates little to no loss in reductive capacity. Such stability would be important if the aquifer sediments were to be
used as a barrier to remediate contaminated water (Lee and
Batchelor, 2004). It is important to note that the HE concentrations used in the batch experiments were approximately 10-fold larger than observed in the Pantex aquifer
and the soil:water ratios of the aquifer are 100-fold or more
greater than those used in these batch studies. Column
studies by Szecsody et al. (2001) indicated that reduced
Pantex sediments can treat several hundred pore volumes
of RDX-contaminated groundwater. Considering the
hydrological characteristics of the Pantex site, it is estimated that the longevity of a redox barrier could be 30
years or more (Aquifer Solutions, Inc., 2002) before the
redox zone may need to be regenerated.
4. Conclusion
Explosives (RDX, HMX, and TNT) can be successfully
transformed by iron-rich sediments following treatment
with dithionite. Reaction rates depend on the concentration of dithionite, solid-solution ratio, pH, and the buﬀering matrix. The transformation kinetics of explosives
increased as the solid-solution ratio increased or as the
dithionite/buﬀer concentration increased. Reduction of
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